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25W, 24V POWER
SUPPLY,
UNIVERSAL INPUT,
UNIVERSAL
DIMMING

25W, 24V Power Supply. 120-277V  (UNV) input.
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Model Number Configuration

PS-25-24-UNI-UNI

LuxFormae Corp. | New York, NY 10018, USA | www.luxformae.com | sales@Iluxformae.com - Copyright 2024 LuxFormae Corp. Picfures, descriptions and technical data have fo be considered as purely
indicative. While maintaining the basic characteristics of the product, the manufacturer reserves the right to make modifications at any time with the sole aim of improvement.



https://www.luxformae.com
mailto:sales@luxformae.com

PROJECT NAME:

-(\r [\\/1 / E FIXTURE TYPE:
l_ — I 2 { A\ . Product sheet printed on: 2026-03-13 21:48:59

Electrical

Voltage 120- 277V (UNV)
Dimming Triac, ELV, and 0-10V
Power 25

Lumens N/A

Power factor >95%
Environmental

CRI N/A
Environment N/A

Light Source N/A

Chip N/A

Life rating N/A

Listings N/A
Mechanical

Installation N/A

Cord Legth N/A
Dimensions 3.05"x15"x 1"
Weight N/A

Material N/A

Finish N/A

Driver Options

Driver code N/A

Wiring Guide

18 AWG 25 Feet
16 AWG 40Feet
14 AWG 60 feet
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