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25W, 24V POWER
SUPPLY,
UNIVERSAL INPUT,
UNIVERSAL
DIMMING

25W, 24V Power Supply. 120-277V  (UNV) input.

. . . . '.L_I_ Ve
Universal dimming - Triac, ELV, and 0-10V Auto-reset; oD MMABLE munnwaaﬂiiﬁfﬁnum =0
P . TBATVAC, 05a 50 oUTRYT: 1 e
Short circuit, overload and thermal protection Eg,fgf;;ggmm“”‘ Long ST vorage Bl “‘3@5
) ) ) 050G e 5?2“ CLAss 2 LED10W Max,  Rets ey
Superior thermal performance UL recognized/ Listed, — LRV I010 Dmnae  FE, SRl
[T
UL8750, UL1310 Class 2 power supply Low profile, -
small form factor, junction box mountable 3.05" x 1.5"
X 1”
3.05! .
&
i @ —
— @

—

Model Number Configuration

PS-25-24-UNI-UNI
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Electrical

Voltage 120- 277V (UNV)
Dimming Triac, ELV, and 0-10V
Power 25

Lumens N/A

Power factor >95%
Environmental

CRI N/A
Environment N/A

Light Source N/A

Chip N/A

Life rating N/A

Listings N/A
Mechanical

Installation N/A

Cord Legth N/A
Dimensions 3.05"x15"x 1"
Weight N/A

Material N/A

Finish N/A

Driver Options

Driver code N/A

Wiring Guide

18 AWG 25 Feet
16 AWG 40Feet
14 AWG 60 feet
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